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Genelec Announces 1235A: Classic Heritage, Cutting-Edge Performance
NATICK, MA, March 31, 2020 — Genelec is proud to unveil the 1235A Smart Active Monitor™, which fuses the sound and heritage of the iconic 1035 main monitor with high-performance 96 kHz processing and the ability to adapt to any space through its tight integration with Genelec’s GLM calibration software. The 1235A is therefore the perfect main monitor for large music, film and post-production studios that demand high SPL and neutral, stable imaging that can be perfectly optimized for the room’s unique acoustic environment.

Launched in 1989, the original 1035 became an industry standard throughout the world, fulfilling the need for a wall-mountable full-range monitor that could deliver true reference performance at high SPLs and over long listening distances. Legendary studio designer Sam Toyoshima was an early evangelist for the 1035, and as a result it was quickly adopted by many of the world’s finest studios, including Metropolis and Olympic in London and JVC and West Side in Japan.
The new 1235A shares all the finest characteristics of its forerunner. Outstanding frequency response both on and off-axis, coupled with superb directivity, results in a very wide and stable sweet spot that can be trusted by multiple listeners within a room. With a short-term SPL of 130 dB and low-frequency extension down to 29 Hz, the 1235A also delivers staggering power, but its transparent uncolored performance ensures that the listener can still make accurate, reliable mix decisions even after long sessions.
The 12.36 cubic foot (350-liter) enclosure of the 1235A matches exactly the dimensions of the 1035, and features dual high-performance 15-inch drivers, dual 5-inch midrange drivers and a low distortion 1-inch throat compression driver. The midrange and tweeter drivers work in conjunction with proven DCW waveguide technology to produce the outstanding directivity and smooth, consistent imaging for which the Genelec brand has become renowned. The 1235A’s remote-mountable RAM XL electronics module contains power amplification, crossovers and processing, with Class D amplification delivering 2000 W, 800 W and 250 W for the LF, MF and HF drivers respectively. Input connectivity is provided via both analog and AES/EBU digital formats – along with an AES/EBU digital output – and the updated design of the 1235 also delivers a flatter on-axis frequency response and improved noise performance than was possible with the original 1035.
Through its integration with GLM software, the 1235A can be configured, controlled and calibrated for any type of acoustic environment, allowing the user to tailor the frequency response, level, distance delay and more, to provide a truly optimized listening experience – and mixes that translate perfectly to other rooms and systems. GLM allows users of any type of Genelec Smart Active Monitors to easily and swiftly create systems to suit all types of stereo, multiple stereo, multi-channel or 3D immersive audio formats.

Happily, the technology of the new 1235A is also available as a retrofittable on-site upgrade for existing owners of 1035A and B monitors. The upgrade, which includes installation of the new RAM-XL module, brand new drivers and a complete system calibration, can be completed with no structural changes and little downtime, enabling 1035 users to benefit from improved performance, greater flexibility – and many more years of reliable service from their monitors.

Genelec Managing Director Siamak Naghian comments, “While control room sizes are generally shrinking, there is still a clear demand from the worlds of music, film and post for main monitors that can deliver pristine truthful performance at very high SPLs. Sitting happily between our 1234 and 1236 main monitors, we are sure that the technology of the 1235A will be warmly embraced by those building new rooms, and existing owners of vintage 1035s that now want to take advantage of all the power and flexibility that our Smart Active Monitors offer. The first pair of 1235As is already destined for Metropolis Studios in London, and we’re excited about the potential for this reborn Genelec classic!”
The 1235A is available now. For more details, please visit www.genelec.com, and for more information about 1035 upgrade options, please contact your local Genelec distributor.
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Photo caption 1: Genelec 1235A Smart Active Monitor™
Genelec, the pioneer in Active Monitoring technology, is celebrating over 40 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass. 

Genelec is also celebrating over 10 years of its Smart Active Monitoring™ technology, which allows studio monitors to be networked, configured and calibrated for the user’s specific acoustic environment. Each Smart Active Monitor or subwoofer is equipped with advanced internal DSP circuitry, which tightly integrates with the GLM (Genelec Loudspeaker Manager) software application, running on Mac or PC. GLM’s reference microphone kit allows the user’s acoustic environment to be analyzed, after which GLM’s AutoCal feature optimizes each Smart Active Monitor for level, distance delay, subwoofer crossover phase and room response equalization, with the option of further fine tuning by the user. By minimizing the room’s influence on the sound, Smart Active Monitors deliver an unrivalled reference, with excellent translation between rooms.

Other brand and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Active Monitoring Systems, contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; Fax: (508) 652-0909; 

Web: http://www.genelecusa.com/.
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