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FOR IMMEDIATE RELEASE
Genelec Hosting Webinar About the W371 Adaptive Woofer System on Thursday, May 14
— “G*Connect Webinar: Transforming the LF performance of your room: Meet the W371” will take place from 1:00 – 2:00 p.m. EDT and will be hosted by Paul Stewart (Genelec Inc. Senior Technical Sales Manager) and Will Eggleston (Genelec Inc. Marketing Director) —
NATICK, MA, May 11, 2020 — On Thursday, May 14, 2020, from 1:00 to 2:00 p.m. Eastern Daylight Time, Genelec will be hosting an exclusive online tutorial, “G*Connect Webinar: Transforming the LF performance of your room: Meet the W371,” hosted by Paul Stewart (Genelec Inc. Senior Technical Sales Manager) and Will Eggleston (Genelec Inc. Marketing Director). Register now at https://register.gotowebinar.com/register/8449341546397558032. 
The W371 Adaptive Woofer System seamlessly complements Genelec’s 8341, 8351 and 8361 monitors to create a series of free-standing full-range monitoring solutions. But unlike a traditional subwoofer, the W371 delivers supreme directivity and control over the negative effects of a room’s acoustics. It truly is a unique piece of technology. 
In this G*Connect webinar, Paul Stewart and Will Eggleston will show attendees exactly what the W371 does, and how it works. They’ll explain why it was created, whom it’s designed for, and how it can transform the LF performance of a room – helping users to produce mixes that translate beautifully to other loudspeaker systems. 

Meet the presenters: 
Paul is Senior Technical Sales Manager at Genelec USA. A graduate of the Berklee College of Music, Paul draws on 25 years of experience in supplying high-end production facilities and individual artists around the globe. Prior to joining Genelec, he worked as a consultant providing design expertise from equipment specification to layout and system integration. Over the years, Paul has designed and installed numerous audio systems for music recording, home theater and multi-media. 
Genelec’s U.S. Marketing Director, Will is a 25-year veteran at Genelec. His involvement with the Smart Active Monitoring™ range goes back to the early 2000s, when the products were first being specified. Will’s professional history spans radio-telephone engineering, live and studio TV audio production, commercial post-production, music recording, studio design and product development. Will is a strong advocate for the customer who is looking to get the most out of their purchases.
...ends 306 words

Photo file: G_Connect_May14th_002.JPG

Photo caption: On Thursday, May 14, 2020, from 1:00 to 2:00 p.m. Eastern Daylight Time, Genelec will be hosting an exclusive online tutorial, “G*Connect Webinar: Transforming the LF performance of your room: Meet the W371,” hosted by Will Eggleston (Genelec Inc. Marketing Director) and Paul Stewart (Genelec Inc. Senior Technical Sales Manager). 
Genelec, the pioneer in Active Monitoring technology, is celebrating over 40 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass. 

Genelec is also celebrating over 10 years of its Smart Active Monitoring™ technology, which allows studio monitors to be networked, configured and calibrated for the user’s specific acoustic environment. Each Smart Active Monitor or subwoofer is equipped with advanced internal DSP circuitry, which tightly integrates with the GLM (Genelec Loudspeaker Manager) software application, running on Mac or PC. GLM’s reference microphone kit allows the user’s acoustic environment to be analyzed, after which GLM’s AutoCal feature optimizes each Smart Active Monitor for level, distance delay, subwoofer crossover phase and room response equalization, with the option of further fine tuning by the user. By minimizing the room’s influence on the sound, Smart Active Monitors deliver an unrivalled reference, with excellent translation between rooms.

Other brand and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Active Monitoring Systems, contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; Fax: (508) 652-0909; 

Web: http://www.genelecusa.com/.
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